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Ventilation / Display Performance Considerations
1) Area in which display is to be sited must have a minimum room floor area 180 ‘
no less than 29 sq m. — .
2) Install over a sealed floor or ventilated floor void. 468 | —=23  — 260
3) Do not site the display within 2m of ceiling mounted air conditioning grilles. —— - jo
4) Do not site the display beneath a high level of direct sunlight. 1800 > c t
5) Display will operate in a 24 hour environment. OVER ALL 34| [«—355 =] 1015 |~ 355—=] M] f
SUGGESTED REMOVABLE 8
FASCIA PANEL ROUTING
i ! (BY OTHERS)
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PLAN VIEW SUGGESTED REMOVABLE 8
REMOVABLE FASCIA GRILLE FASCIA PANEL CUT OUT
(2x SUPPLIED FIXED TO FRONT OF UNIT) (BY OTHERS)
FOR MOUNTING FASCIA GRILLES
GANTRY MOUNTED DIGITAL
CONTROL PANEL
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SIDE & FRO[IT FASCIA 13A PLUG TOP
PANELS IN BLACK /' enp viEW 5 OWE?S”:J;EPL\B_ FRONT VIEW REAR VIEW
PLASTISOL AS STANDARD, : (CUSTOMER SIDE) (OPERATOR SIDE)
OPTIONAL SATIN ST/STL: 13A, 230V, 1.76kW APPROX. UN-CRATED
KSSP = SIDE PANELS, WEIGHT OF UNIT: 346Kg
KCSF18 = FRONT PANELS
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